	ILLUSTRATED REPORT FOR ANY CUT
	
	
	Parameter
	Avg
	Min
	Max
	Dev
	
	
	Facets slope angles

	Brilliant
	04.10.2012
	
	
	Diameter, mm
	
	4.764
	4.793
	0.62%
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	Crown height, %
	11.37
	10.64
	12.35
	1.71
	
	
	
	

	Model
	Simple
	
	
	Crown height, mm
	0.543
	0.508
	0.590
	0.082
	
	
	
	

	Expert name
	N/A
	
	
	Pavilion height, %
	42.68
	41.68
	43.74
	2.06
	
	
	
	

	Scale weight, ct
	
	
	
	Pavilion height, mm
	2.039
	1.991
	2.090
	0.098
	
	
	
	

	Model mass, ct
	0.37, 0.3749
	
	
	Girdle, %
	2.87
	2.52
	3.38
	0.87
	
	
	
	

	Spread
	0.03 ct, 6.98 %
	
	
	Girdle, mm
	0.137
	0.120
	0.162
	0.041
	
	
	
	

	Extra Facet Girdle / Nat
	Yes (2)
	
	
	Table, %
	
	63.83
	64.15
	0.31
	
	
	
	

	
	
	
	
	Table, mm
	
	3.049
	3.064
	0.015
	
	
	
	

	Width
	Length
	Ratio (L/W)
	Diameter Minimum
	Diameter Maximum
	Girdle

Ratio
	
	
	Culet, %
	
	0.28
	0.57
	0.28
	
	
	
	

	
	
	
	
	
	
	
	
	Culet, mm
	
	0.013
	0.027
	0.014
	
	
	
	

	4.764 mm
	4.793 mm
	1.006
	4.764 mm
	4.793 mm
	1.006
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Pavilion

Crown Girdle thickness, %Girdle thickness, mm 0.000.000 2.500.119 5.000.239 7.500.358 10.000.478 val=1.2% bone=3.1% bzl=2.5% val=2.0% bone=3.8% bzl=3.4% girdle thickness

0.126 MIC


	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Total height
	Crown height
	Pavilionheight
	Girdle
	
	
	
	
	
	Facets azimuth angles
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	2.719mm
56.91%
	0.543 mm
	2.039mm
	0.137 mm
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actual length axis asymmetry

length axis symmetry correction

actual width axis asymmetry

width axis symmetry correction both axes symmetry correction


	
	
	Pavilion heights (%)
	Crown heights (%)

	
	
	
	
	
	
	[image: image9.emf]-888.88° -888.88° -888.88°-888.88°

41.68 42.27 41.99 42.89 43.5543.74 43.08

42.20 42.46 42.93 42.93 42.60 42.90 43.51 43.93 44.21 44.40 44.73 44.37 44.08 43.66 43.23 42.78 42.42


	[image: image10.emf]-888.88°-888.88° -888.88° -888.88°

12.3512.13 11.54 10.83 10.64 10.64 11.17

11.64 13.04 12.82 12.60 12.33 12.10 11.64 11.33 11.38 10.97 10.93 11.29 11.67 11.82 12.06 12.41 12.95



	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	[image: image11.emf]0° 90° 180°270° Door 255°0° 90° 180° 270° 22.5° 202.5° 4.793mm (max) 55.4° 235.4° 4.764mm (min)


	
	
	
	
	
	
	

	
	
	
	Actual Length axis asymmetry
	Length axis symmetry correction
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	Girdle facets angles & MIC
	Girdle facets azimuth & MIC
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	Appraiser title
	N/A
	
	
	
	
	
	
	
	
	
	
	

	Overall cut quality
	N/A
	
	
	
	
	
	
	
	
	
	
	

	Symmetry appraiser title
	Internal
	
	
	
	
	
	
	
	
	
	
	

	Overall symmetry quality
	FR
	
	
	
	
	
	
	
	
	
	
	

	Model building info
	The model is built correctly
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	Color
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	Clarity
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	Polish
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	Girdle-Culetoffset by table axis
	1.51 ± 0.26, %
	0.072 ± 0.012, mm
	
	
	
	

	Fluorescence
	
	
	
	Girdle-Tableoffset by table axis
	1.25 ± 0.23, %
	0.060 ± 0.011, mm
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	Table-Culetoffset by table axis
	1.83 ± 0.27, %
	0.088 ± 0.013, mm
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	


